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MULTI BUSBAR TECHNOLOGY
Better light trapping and current 
collection to improve module power 
output and reliability

LIGHT-WEIGHT DESIGN 
Light-weight design using 
transparent back sheet for easy 
installation and low BOS cost

ENHANCED MECHANICAL LOAD 
Certified to withstand: wind load 
(2400 Pascal) and snow load 
(5400 Pascal)



Mechanical Characteristics

Cell Type Mono cell (182x91mm)

No. of cells 120 (60*2)  half-cut pcs

No. of Bus bars 10  

Dimensions 1908×1134×35mm

Weight 23.0  kg

Front Glass 3.2mm, AR coated tempered glass

Frame Black Anodized Aluminum Alloy

Frame Profile 35 x 33mm (Long) and 35x18mm (Short)

Junction Box IP68, 3 diodes

Connector MC4 compatible

Length of cable 4.0mm2 , 400mm, or can be customized

Fire Type(Rating) UL Type 1 / IEC Class C

�e specifications and key features in this datasheet may deviate slightly from our actual products due to ongoing innovation and product improvement. RenAlt USA LLC reserves the right to adjust this 
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Packaging Details

Packaging – Modules per Pallet – 31 No’s ; Pallet per containers – 24 No’s ; Total No. of Modules in  container – 744 Modules 

Complete System and Product Certifications

IEC 61215, IEC 61730, UL61730

IEC 62941: Guideline for Module design qualification and type approval

IEC 62804 | IEC 61701 | IEC 61726 | IEC 62782 | IEC 61853-1 & 2 | LID, LETID | IEC 60068  | IEC 61215 | IEC 62759 CEC, INMETRO, CE | 

Electrical Characteristics  – STC (Standard Test Conditions) Irradiance 1000W/m2, Cell Temperature 25°C, AM 1.5 Testing uncertainty for Pmax: ±3%

Module Type RENUS-M1060MH-
435MP-BB

RENUS-M1060MH-
440MP-BB

RENUS-M1060MH-
445MP-BB

RENUS-M1060MH-
450MP-BB

RENUS-M1060MH-
455MP-BB

RENUS-M1060MH-
460MP-BB

Maximum Power (Pmax) in Wp 435 440 445 450 455 460

Maximum Power Voltage (Vmp) 34.45 34.49 34.53 34.57 34.61 34.65

Maximum Power Current (Imp) 12.63 12.76 12.89 13.02 13.15 13.28

Open-circuit Voltage (Voc) 40.8 40.41 41.2 41.4 41.6 41.8

Short-circuit Current (Isc) 13.34 13.41 13.49 13.60 13.69 13.78

Module Efficiency STC(%) 20.10 20.34 20.57 20.80 21.03 21.26

Operating Parameters Temperature Ratings

oOperating temperature ( C) -40℃~+85℃ Temperature coefficients of Pmax -0.35%/℃

Maximum system voltage 1500VDC (IEC) ; 1500VDC (UL) Temperature coefficients of Voc -0.27/℃

Maximum series fuse rating 25A Temperature coefficients of Isc 0.046%/℃

Power tolerance (0~+5Wp) Nominal operating cell temperature (NOCT) 45±3℃

Electrical Characteristics – NOCT Conditions  - ( NOCT- Irradiance 800 W/m2, AM 1.5, 
Ambient Temperature 25dec C and wind speed 1m/s Testing uncertainty for Pmax: ±3%)

Module Type RENUS-M1060MH-
435MP-BB

RENUS-M1060MH-
440MP-BB

RENUS-M1060MH-
445MP-BB

RENUS-M1060MH-
450MP-BB

RENUS-M1060MH-
455MP-BB

RENUS-M1060MH-
460MP-BB

Peak Power (Pmax/W) 320 324 327 331 335 338

MPP Voltage (Vmp/V) 31.97 32 32.04 32.08 32.11 32.15

MPP Current (Imp/A) 10.01 10.11 10.22 10.32 10.42 10.52

Open Circuit Voltage (Voc/V) 38.12 38.31 38.50 38.38 38.87 39.06

Short Circuit Current (Isc/A) 10.63 10.69 10.75 10.84 10.91 10.98

Module Efficiency(%) 14.79 14.96 15.13 15.30 15.47 15.64
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